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damage to container in handling. The expo-
sure to this danger decreases directly with
the isolation of the unloading point.

[29 FR 18773, Dec. 29, 1964. Redesignated at 32
FR 5606, Apr. 5, 1967, and by Amdt. 173-162, 48
FR 10226, Mar. 10, 1983, and amended by
Amdt. 173-180, 49 FR 42735, Oct. 24, 1984;
Amdt. 173-207, 53 FR 38274, Sept. 29, 1988;
Amdt. 173-224, 55 FR 52608, Dec. 21, 1990; 56
FR 66265, Dec. 20, 1991; Amdt. 173-234, 58 FR
51532, Oct. 1, 1993; 67 FR 61013, Sept. 27, 2002]

§173.11 Exceptions for shipment of
light bulbs containing hazardous
materials.

The following light bulbs (lamps) are
not subject to any other requirements
of this subchapter provided they do not
contain Class 7 (radioactive) material:

(a) Light bulbs that are collected di-
rectly from individuals and households
when transported to a collection or re-
cycling facility.

(b) Light bulbs each containing not
more than 1 g of hazardous materials
and packaged so that there is not more
than 30 g of hazardous materials per
package. Each light bulb must be
packed in inner packagings separated
by dividers, or surrounded by cush-
ioning material to protect the light
bulbs and packed into strong outer
packagings meeting the requirements
of §173.24(b) of this subpart and capable
of passing a 1.2 m (4 feet) drop test;

(c) Used, damaged, defective light
bulbs each containing not more than 1
g of hazardous materials and packaged
so that there is not more than 30 g of
hazardous materials per package when
transported from a collection or recy-
cling facility. The light bulbs must be
packed in strong outer packagings
meeting the requirements of §173.24(b)
of this subpart and capable of passing a
1.2 m (4 feet) drop test.

(d) Light bulbs containing only gases
of Division 2.2 provided they are pack-
aged so that the projectile effects of
any rupture of the bulb will be con-
tained within the package.

[80 FR 1153, Jan. 8, 2015]

§173.12 Exceptions for shipment of
waste materials.

(a) Open head drums. If a hazardous
material that is a hazardous waste is
required by this subchapter to be
shipped in a closed head drum (.e., a
drum with a 7.0 cm (3 inches) or less

§173.12

bung opening) and the hazardous waste
contains solids or semisolids that make
its placement in a closed head drum
impracticable, an equivalent (except
for closure) open head drum may be
used for the hazardous waste.

(b) Lab packs. (1) Waste materials
prohibited by paragraph (b)(3) of this
section are not authorized for trans-
port in packages authorized by this
paragraph (b). Waste materials classed
as Class or Division 3, 4.1, 4.2, 4.3, 5.1,
5.2, 6.1, 8, or 9 are excepted from the
specification packaging requirements
of this subchapter for combination
packagings if packaged in accordance
with this paragraph (b) and transported
for disposal or recovery by highway,
rail or cargo vessel. In addition, a ge-
neric description from the §172.101 Haz-
ardous Materials Table may be used in
place of specific chemical names, when
two or more chemically compatible
waste materials in the same hazard
class are packaged in the same outside
packaging.

(2) Combination packaging require-
ments:

(i) Inner packagings. The inner pack-
agings must be either glass, not ex-
ceeding 4 L (1 gallon) rated capacity, or
metal or plastic, not exceeding 20 L (5.3
gallons) rated capacity. Inner pack-
agings containing liquid must be sur-
rounded by a chemically compatible
absorbent material in sufficient quan-
tity to absorb the total liquid contents.

(i1) Outer packaging. Each outer pack-
aging may contain only one class of
waste material. The following outer
packagings are authorized except that
Division 4.2 Packing Group I materials
must be packaged using UN standard
steel or plastic drums tested and
marked to the Packing Group I per-
formance level for liquids or solids; and
bromine pentafluoride and bromine
trifluoride may not be packaged using
UN 4G fiberboard boxes:

(A) A UN 1A2, UN 1B2 or UN 1N2
metal drum, a UN 1D plywood drum, a
UN 1G fiber drum, or a UN 1H2 plastic
drum, tested and marked to at least
the Packing Group III performance
level for liquids or solids;

(B) At a minimum, a double-walled
UN 4G fiberboard box made out of 500
pound burst-strength fiberboard fitted
with a polyethylene liner at least 3
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